
Hi-Draw Injector
  Hi-Draw Downstream Chemical Injector

GENERAL PUMP A member of the Interpump Group

* Draw rates can be affected by factors such as pressure, flow rate, length of discharge hose, and chemical viscosity.

SPECIFICATIONS

FEATURES
Up to a 20% injection draw rate*

Available with both fixed and adjustable barbs

Made in the USA

A cost effective solution to your chemical application
needs

DIMENSIONAL DRAWING
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Model
Style
Operating
Pressure
Flow Range
Maximum
Temperature

Port Sizes

Dimensions
Weight
Materials

Inlet 3/8” NPT-M
Discharge 3/8” NPT-M
Chemical Port 1/4” Hose Barb

Inlet 3/8” NPT-M
Discharge 3/8” NPT-M
Chemical Port 1/4” Hose Barb

2.2 x 1.15 x 1.9
.2 lb

Brass, Stainless Steel, Viton

2.2 x 1.15 x 1.9
.2 lb

Brass, Stainless Steel, Viton

190o F

1 - 2 GPM 2 - 3 GPM 3 - 5 GPM 1 - 2 GPM 2 - 3 GPM 3 - 5 GPM 5 - 8 GPM



GENERAL PUMP A member of the Interpump GroupHi-Draw Injector
INSTALLATION
This product is to be used with clean, fresh water. For different or corrosive liquids, contact GP Technical Service
Department. With not clean liquids, appropriate filtration should be installed. Select the injector based on the
nominal operating rating: system rated pressure, max flow and max temperature. Install valve with direction arrow
pointing downstream. For proper operation a control device such as a dual lance wand, quick couple nozzles, or an
adjustable nozzle holder must be used to lower the system pressure at the nozzle.
Under no circumstances should the pressure of the system exceed the maximum rated pressure of any component.
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TROUBLESHOOTING

PARTS LIST

metI rebmuNtraP noitpircseD ytQ
tiK * 618001 tikriapeR 1
tiK † 718001 )lanoitpO(tiKdicA 1

1 043015 rotcejnI,gnisuoH 1
2 †* 940027 gnirpS 1

3
* 761025 sS613,rotcejnI,llaB 1

† 560046 )lanoitpO(,cimareC,rotcejnI,llaB 1
4 †* 105107 070.x802.,notiV,orud07,gnir-O 2
5 153015 ssarb,warD-iHjdA,tsoP 1
6 362015 brabesoHjdA,bonK 1
7 220102 sS,wercsteS 1

8

741025 )018001(sS303,ni750.,elzzoN 1
611025 )118001(sS303,ni070.,elzzoN 1
511025 )218001(sS303,ni380.,elzzoN 1
721025 )318001(sS303,ni190.,elzzoN 1

1

2

Apply Loc-tite® 242 to threads for re-assembly

metI rebmuNtraP noitpircseD ytQ
tiK * 308001 tikriapeR 1
tiK † 408001 )lanoitpO(tiKdicA 1

1 043015 rotcejnI,gnisuoH 1
2 †* 940027 gnirpS 1

3
* 761025 sS613,rotcejnI,llaB 1

† 560046 )lanoitpO(,cimareC,rotcejnI,llaB 1
4 †* 600107 070.x802.,notiV,orud07,gnir-O 1
5 143015 ssarb,brabesoH 1

6

741025 )377001(sS303,ni750.,elzzoN 1
611025 )477001(sS303,ni070.,elzzoN 1
511025 )577001(sS303,ni380.,elzzoN 1
721025 )677001(sS303,ni190.,elzzoN 1

Torque to 40 in/lbs for re-assembly
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Phone: (651)686-2199   FAX: (800)535-1745   e-mail: sales@gpcompanies.com   www.generalpump.com


